KUKEN CO., LTD.

P.O.Box 20, Fujiidera, OSAKA 583-8691 JAPAN
Address: 3-6-15, Nonoue Habikino-shi, Osaka, 583-0871 JAPAN
. Telephone: 81-72-953-3346 .~ 81-72-953-0601

Air Tools Facsimile: (International) 81-72-953-0605

E-mail: export @ kuken.co.jp
Manufacturer http://www.kuken.co.jp

VIBRATION and NOISE LEVEL

MODEL Vibration Level m/s2 Uncertainty m/s2 Noise Level dB (A)
KW-1600SPRO 2.8 e 08 180
KW-2000P 49 . 11 ) A 88.0
KW-2500PRO | 3.9 I 0.9 A .80
KW-2800PA s 29 4 0.8 L 830
KW-3800P 5.7 I N . 89.0
KW-3800PRO G 6.3 __tr 80
KW-3800PRO GL . 6.6 S R 1.2 860 |
KW-4500P 5.8 1.1 L 89.0 )
KW~-4500G 6.0 1.1 L 980
KW-4500GL 62 B 1.1 . 90
KW-5000G ____ 85 1 1.4 990
KW-20P 5.6 L .1 93
KW-420G 10.2 | 1.5 ___100.5
KW-420GL 9.0 1.4 100.5
According to ISO 28927-2 According to ISO 3744




