
Remarkably reduced size and weight offer greater maneuverability.

Completely New Design !

Model

Rated Air Pressure

Air Consumption (No load)

Mass (Weight)

Standard Accessories

Optional Accessory

MPa (kgf/cm2)

m3/min.

Free Speed min-1(rpm)

Max. Drilling Capacity mm
kg

Specifications

0.55 0.67

ADR-65

¯ 6.5

2900

0.8

Drill Chuck : 1pc. on the body
Chuck Handle : 1pc.
Bushing PT1/4 x NPT1/4: 1pc.
30SH: 1pc.

Hanger: 1pc.
*A hanger to be mounted on the bottom of the grip
is available as option.

ADR-100

¯ 10.0

2000

1.1

0.59(6)

Dimensions
Unit: mm

Change rotation direction by
turning the valve as indicated.

Forward

Reverse

Features

ADDRR--6655// AADDRR--110000

Specifications and designs are subject to change at any time without notice.
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Phone : 07 3340 4600 Fax : 07 3340 4640

E-mail : sales@nitto-australia.com.au
Web : www.nitto-australia.com.au
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ADR-65

MADE BY NITTO-MIJIN
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MODEL

ADR-100

MADE BY NITTO-MIJIN

Hanger hole

Built-in silencer
Reversible
Variable speed adjustment
Rubber grip reduces chilled hand.

Reversible

Variable
speed adjustment
Turn the speed control nut to
change the R.P.M.


