
Portable Beveling Tools

Applicable to stainless steel and mild steel beveling.

Minimum beveling plate thickness is 2mm (Max.0.5C).

An optional straight plate allows beveling a straight edge shoulder.

Select the suitable BEVELER model in
accordance with your applications.  

Applicable to stainless steel and mild steel beveling.

Simple to adjust beveling depth and replace insert.

Pipe outer edge can be also processed with standard accessories.
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Precisely adjust chamfer dimensions with accessory gauge.

Versatility chamfer either inner of outer edges.
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The limit of beveling width that
depends on a beveling angle.

Beveling range of operation
CB-02

Optional
Part No.

TA9A093

TA9A896

TB01159

TB01791

TB01651

TB01790

TA9A386

TA9A592

TA9A638

TA9A728

TB02539

TA9A594

TB02857

TB03097

TB02862

TB03424

TQ01683

Part Name

Insert 12.7 A'ssy

Insert 12.7 with hole A'ssy

Insert 12.7 with hole A'ssy

Insert A'ssy R2

Insert A'ssy R3

Insert A'ssy R4

Insert 9.525 with hole A'ssy

Insert 9.525 A'ssy R2

Insert 9.525 A'ssy R3

Plate A'ssy for pipe

Attachment for small dia. pipe

Inner head A'ssy

Guide sleeve 24 mm dia. A'ssy

Plate A'ssy for straight line use

Dust Box A'ssy

Spanner T-9D

Spanner T-15D

Sales Unit

12pcs./set

10pcs./set

10pcs./set

10pcs./set

10pcs./set

10pcs./set

10pcs./set

10pcs./set

10pcs./set

1 set

1 pc.

1 pc.

1 pc.

1 pc.

1 pc.

1 pc.

1 pc.

Application model

HB-15B

AMB-07, AMBL-0307

EMB-0307A, AMB-0307, AMBL-0307, ECB-0203

EMB-0307A, AMB-0307, AMBL-0307, ECB-0203

EMB-0307A, AMB-0307, AMBL-0307, ECB-0203

EMB-0307A, AMB-0307, AMBL-0307

MB-03A, CB-02

MB-03A, CB-02

MB-03A

HB-15B

EMB-0307A, AMB-0307, AMBL-0307

MB-03A

ECB-0203

ECB-0203

ECB-0203

MB-03A, CB-02

EMB-0307A, AMB-0307, AMBL-0307, ECB-0203

Remarks

For stainless steel

For pipe dia. 125~800 mm

For pipe dia. 80~200 mm

For min. dia. 100 mm

For chamfering R2

Used with Plate A'ssy 
for straight line use

Min. Diameter Min. Radius Min. Depth

Min. Diameter Min. Radius Min. Depth Min. Thickness

116mm
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